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ACCURACY 


AND SAFETY








Gas meters


 6G4Т, 6G6Т,  AMG10T and AMG16T of 


„APATOR МЕTRIX sa”





ПРИЗНАЧЕННЯ


Лічильники газу мембранні 6G4Т, 6G6Т, АМG10T і AMG16T призначені для вимірювання об´єму газу у побуті, комунально – побутових господарствах і промисловості, в яких  сумарне  споживання газу встановленого обладнання  не перевищує 6, 10, 16 та  25 м3/год  відповідно


Лічильники призначені для експлуатації поза опалювальним приміщенням


Лічильники обладнані електронним відліковим пристроєм і електронним коректором об´єму газу по температурі


Лічильник має  термоперетворювач для вимірювання температури газу, а програмне забезпечення коректора дозволяє безперервно приводити об´єм газу до стандартних умов в залежності від температури газу


Робочий діапазон температури газу, в якому проводиться розрахунок об´єму природного газу до стандартних умов, складає  від  мінус 25 до 55 °С


Для лічильників   АМG10T та AMG16T покази коректуються і по тиску газу, значення якого заноситься при введені лічильника в експлуатацію за допомогою  переносного комп´ютера


Температура зберігання  лічильників від мінус 30 до 60 °С


МЕТРОЛОГІЧНІ ПАРАМЕТРИ, ТЕХНІЧНІ ДАНІ та РОЗМІРИ





Please, apply for deliveries to “Gastonic” Ltd, Ivano-Frankivsk,


 tel.: +380 (342)  58 15 86, mob.:   +380 (50) 780 71 00 
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DESIGNATION


    Diaphragm gas meters 6G4T, 6G6T, AMG10T AMG16T are intended to measure the volume of gas in household, domestic field and industry in which the total gas consumption if the equipment does not exceed 6, 10, 16 and 25 m3/hour respectively. �   Gas meters are intended for use outside the heated room.�   Gas meters are equipped with electronic counting device and electronic gas volume corrector by temperature.�   Gas meter has a thermo transformer for measuring gas temperature in the meter, and software which gives the possibility to drive gas volume to standard conditions continuously according to the temperature of gas in it.�   The operating gas temperature, in which gas volume is calculated to standard conditions, is ranging from minus 25 to 55 °C �   For the gas meters AMG10T and AMG16T the indications are adjusted by the gas pressure, whose value is stored at the counter by putting it into operation by the laptop. �  Storage gas meters temperature ranges from minus 30 to 60 °C. �  





MAIN TECHNICAL AND METROLOGICAL CHARACTERISTICS


Gas meters standards and sizes�
6G4Т�
6G6Т�
АМG10T�
АМG16T�
�
Maximum flow rate, m3 /hour�
6�
10�
16�
25�
�
Nominal flow rate, m3 /hour�
4�
6�
10�
16�
�
Minimal flow rate, m3 /hour�
0,04�
0,06�
0,10�
0,16�
�
Cyclic volume, dm3 �
2,2�
5�
�
The boundaries of permissible error,%: 


- flow ranging Qmin < Q > 0,1 Qmax  


- flow ranging 0,1Qmax= Q < Qmax �



± 2 (3)


± 1 (1,5)�
�
Threshold sensitivity dm3/hour�
5�
8�
�
Average pressure loss at Qmax, Pa:


in air


in natural gas�



130


100�



190


150�



200


150�



280


200�
�
Maximum pressure loss at Qmin, Pa�
60�
�
Maximum working pressure, kPa �
50�
�
Capacity of counting device, m3�
99999,999�
�
Gas meter height, mm�
276�
276�
395�
�
Gas meter width, mm�
231�
326�
345�
�
Gas meter length, mm�
187�
190�
214�
�
Distance between the pipes, mm�
130�
250�
280�
�
Thread diameter pipe, inch �
1 ¼�
2�
�
Weight, kg�
3,0�
3,4�
6,8�
�



The gas meters meet the European standards, international recommendations and state standard of Ukraine for membrane gas meters. 


The gas meters are registered into State Register of Measuring technology devices which are allowed for use in Ukraine by number У495-08.











